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Body material:S.S316/S.S304/brass
Actuator material:alloy aluminum/s.s304
Disk seal:PTFE/FPM
Piston seal:FPM/NBR

TECHNICAL PARAMETER

WPPV-FS-F FLANGED STAINLESS PISTON VALVE

Viscidity:max600 mm /s
Downstream installing / Upstream installing
Controlling medium: air / neutral gas
Controlling pressure: 0.3 - 0.8MPa
Working pressure:0-1.6MPa
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Connection size:DN10-DN80
Thread:3/8”-2  /2”
Applicable medium:water, neutral gas or liquid,alcohol,oil,organic solvent,steam,
lye and weak acid solution
Temperature of medium:PTFE:-10  C - +200  C / FBM:-10  C - +100  C0 0 0 0

1

Outline Dimension(mm)
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2.1 bolt
2.2 orifice plate seal
2.3 seal disk
2.4 disk
2.5 stem
2.6 V sealing
2.7 spring
3.1 body
3.2 seal ring
3.3 screw connector
3.4 cylinder
3.5 observation window

4.1 spring
4.2 piston
4.3 O ring
4.4 bonnet
4.5 O ring
4.6 stop collar
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WPPV-FS-F FLANGED STAINLESS PISTON VALVE
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