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Sipariş Kodu / Ordering Code

İç Yapısı / Inner structure

 

 

 

Model GAL200-06 

Fluid  Air

Port size [Note1]  1/8”

 
Pressure range

 

Proof pressure

Temperature range

Recommended lubricant

 

36CC

200g

98CC

370g

185CC

660g

410CC

1040g

Capacity of drain bowl

Weight

GAL200-08

1/4”

GAL300-08 GAL300-10 GAL300-15 GAL400-10

1/4” 1/2”3/8”

0.05~1.0MPa(7~145psi)

1.5MPa(215psi)

~5-70°C (Unfreeze)

ISO VG 32 or equivalent

3/8” 1/2” 3/4” 1”

GAL400-15 GAL600-20 GAL600-25

GA Serisi Hazırlık Ünitesi / GA Series Preparation Unit

Özellikler / Specification

GA Serisi Hazırlık Ünitesi / GA Series Preparation Unit
GAL Serisi Yağlayıcı / GAL Series Lubricator

Sembol / Symbol

Üretim Özelliği / Production feature
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GA Serisi Hazırlık Ünitesi / GA Series Preparation Unit

GA Serisi Hazırlık Ünitesi / GA Series Preparation Unit
GAL Serisi Yağlayıcı / GAL Series Lubricator

Akış Şeması / Flow Chart

Boyutlar / Dimensions


