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WINMAN SINGLE COUNTER VALVE WITH REGENERATIVE FUNCTION

Performance

6.174.J / VR-60-SE-12 Series
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Rapporto d� p�lotagg�o / P�lot rat�o : 4,25:1
Collettore �n Allum�n�o / Alum�num body
Peso / We�ght : 1,2 Kg

Nominal flow-rate

Max flow-rate

Max working pressure

Setting range

Weight

Aluminium body

Weight

60 l/min

80 l/min

250 bar

30-350 bar

4.25:1

1,2 kg



6.174.J / VR-60-SE-12 Series
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WINMAN SINGLE COUNTER VALVE WITH REGENERATIVE FUNCTIONValve codeOrder�ng Code Port s�ze DateP�lot Rat�o
Cod�ce Ord�naz�one DataS�gla valvola Rapp. P�l.Attacch�

ITALYs.r.l.

006.174.0J0 VR-60-SE-12

V1

VR

CH

CR

V1

CR
CH

VR

GAS (bspp) 1/2" 3/4"

VR-CR
V1 CH

CARATTERISTICHE / PERFORMANCE
Portata nom�nale / Nom�nal flow-rate : 60 l/m�n
Portata max / Max flow-rate : 80 l/m�n
Press�one max d� lavoro / Max work�ng pressure : 250 bar
Campo d� taratura / Sett�ng range : 30 - 350 bar
Rapporto d� p�lotagg�o / P�lot rat�o : 4,25:1
Collettore �n Allum�n�o / Alum�num body
Peso / We�ght : 1,2 Kg

S�ngle counterbalance valve w�th regenerat�ve
funct�on
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How to Order


